
INSTALLATION OF A CIRCULATION FAN FOR A 
KOZI FREE STANDING PELLET STOVE

 

 

  
 

 

CIRCULATION FAN GASKET

SOCKET
WRENCH

#2 ROBERTSON 
SCREW DRIVER3/8” SOCKET

SOCKET WRENCH 
EXTENSION

CIRCULATION FAN

FAN12001

GKT00202

PARTS NEEDED:

TOOLS REQUIRED:

 

1 BEFORE STARTING ENSURE 
THAT THE STOVE IS COLD AND 
UNPLUGGED. 

UNPLUG 
PELLET 
STOVE 
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OPEN UP THE SIDE PANEL AS SHOWN BELOW TO ACCESS CIRCULATION 
FAN SCREWS

1
1

1

1

1

2

2

2

1
21 REMOVE SCREWS 

USING ROBERTSON 
SCREW DRIVER.

SIDE PANELS ARE HINGED 
AT THE BACK.  SWING 
SIDE PANEL WIDE OPEN 
ONCE SIDE PANEL 
SCREWS ARE REMOVED.

BAYWIN

MODEL 100

KSH 120
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REMOVE THE BACK PLATE OF THE PELLET STOVE, AS SHOWN, TO 
ACCESS THE OTHER CIRCULATION FAN SCREWS.

2

2
2

2

PULL BACK PANEL 
OFF OF STOVE.

1

1 1

1

REMOVE SCREWS 
USING ROBERTSON 
SCREW DRIVER.



  
 

 

4 DISCONNECT THE CIRCULATION FAN WIRES FROM THE WIRING HARNESS 
AS SHOWN 

MX OR MX2 
CONTROL BOARD

BLACK BLACK

PINK BROWN

BLACK BLACK

WHITE

MAIN WIRING 
HARNESS

MAIN WIRING 
HARNESS

WHITE

STANDARD 
CONTROL BOARD



  
 

 

5 REMOVE THE 4 BOLTS SECURING THE CIRCULATION FAN TO THE BACK 
WALL OF THE BURN CHAMBER.  THE CIRCULATION FAN AND CIRCULATION 
FAN GASKET CAN NOW BE REMOVED. 

4 BOLTS 
SECURING 
CIRCULATION 
FAN IN PLACE

USING THE SOCKET 
WRENCH AND 
EXTENSION, REMOVE 
THE 4 BOLTS SECURING 
THE CIRCULATION FAN.
REMOVE THE 
CIRCULATION FAN.
REMOVE THE 
CIRCULATION FAN 
GASKET.

* IF CIRCULATION FAN GASKET IS 
STILL INTACT AFTER REMOVING 
THE FAN, IT CAN BE RE-USED.  
REPLACE ONLY IF DAMAGED.

*

1

1

1

2

3

2

3



  
 

 

SECURE 
4 BOLTS 
TO HOLD 
CIRCULATION 
FAN IN PLACE

1

6 PLACE THE NEW CIRCULATION FAN AND GASKET AS SHOWN BELOW.  
SECURE THE FAN TO THE STOVE WITH THE SAME 4 BOLTS FROM STEP 5.   

PUT CIRCULATION FAN 
GASKET IN PLACE.
PUT CIRCULATION FAN 
IN PLACE.
SECURE THE 
CIRCULATION FAN AND 
GASKET WITH THE 4 
BOLTS AS SHOWN.

3

1

2

3

2

1



  
 

 

7 CONNECT THE CIRCULATION FAN WIRES FROM THE WIRING HARNESS AS 
SHOWN.   

MX OR MX2 
CONTROL BOARD

BLACK BLACK

PINK BROWN

BLACK BLACK

WHITE

MAIN WIRING 
HARNESS

MAIN WIRING 
HARNESS

WHITE

STANDARD 
CONTROL BOARD



  
 

 

8 SECURE THE BACK PLATE OF THE PELLET STOVE AS SHOWN BELOW.

2

11

1

SECURE BACK PLATE 
TO THE STOVE WITH 
SCREWS AS SHOWN.

1

2 2

2

PUSH BACK PLATE 
TO THE BACK OF THE 
PELLET STOVE.



  
 

 

9 CLOSE THE SIDE PANEL OF THE PELLET STOVE AND SECURE WITH 
SCREWS AS SHOWN BELOW.

1 2

2

2

2

2

SWING THE SIDE 
PANEL CLOSED.

BAYWIN

MODEL 100

KSH 120

TIGHTEN SCREWS AND 
SECURE SIDE PANEL

1

1

1

1

1

1



KOZI (Division of APR Industries Ltd.)
1354 Waverley Street, Winnipeg, Manitoba, Canada, R3T 0P5
Phone:  (204) 452-9907, Fax:  (204) 453-2747
Email:  mail@kozistoves.com, Website:  www.kozistoves.com

 

  
 

 

10
PLUG THE STOVE BACK INTO THE ELECTRICAL OUTLET.

PLUG PELLET STOVE 
BACK INTO OUTLET


